19980212.ba v01_n918.bam.980212 


>From ???@??? Thu Feb 12 06:09:55 1998 

Message-Id: <199802121038.EAA17278@sco.theporch. com> 
Date: Thu, 12 Feb 1998 04:38:46 CST 

Subject: BOATANCHORS digest 1918 


BOATANCHORS Digest 1918 
Topics covered in this issue include: 


1) Globe Scout 680 Gold 
by "Grant Youngman" <nq5t@gte.net> 
2) WTB Parts for Racal RA-17 and RA-1781 Rx's 
by Dave Prince <davprin@gil.com.au> 
3) Stuff... 
by Ken Gordon <keng@uidaho.edu> 
4) Re: Tek 545 
by Henry van Cleef <vancleef@netcom. com> 
5) Re: Using scope sawtooth for freq sweep 
by Henry van Cleef <vancleef@netcom. com> 
6) HQ-129 repro knobs 
by jsm@intergate.bc.ca (Steve McDonald) 
7) re: 6SA7, 6BE6 as triode oscillator 
by Ho4bart@aol.com 
8) Re: AWA OT CW Contest Rule Change ? 
by polepeeg@aa4rm.radio.org (BA x-actions hr) 
9) Re: Old Philips litterature 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
10) [R-390% Premier DCR cabinets 
by Bill Riches <richesb@algorithms.com> 
11) GDOs 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
12) Test 
by "Arden Allen" <aallen@sirius.com> 
13) Re: Using scope sawtooth for freq sweep 
by John Shriver <jas@shiva.com> 
14) Re: GDOs 
by Ken Gordon <keng@uidaho.edu> 
15) Hamfest experience 
by Nick England <nick@cs.unc.edu> 
16) Re: Hamfest experience 
by "Roger A. McCarty" <xrmccarty@earthlink.net> 
17) Re: Tek 545 
by w7ni@teleport.com (Stan Griffiths) 
18) FS: Measurements Model 59 GDO 
by RSOLOMON@systems.TEXTRON.COM 
19) Re: Hamfest experience 


by polepeeg@aa4rm.radio.org (BA x-actions hr) 
20) Phantom Antenna A-62 
by Charles Knaack <knaack@wsu.edu> 
21) RE: Speaking of 6AK5s 
by Ed Sieb <esieb@gmsiworld.com> 
22) Memories, memories, etc. 
by "Allan D. Fritsche" <fritsche@email.msn.com> 
23) RE: Handles for 5134 
by Ed Sieb <esieb@gmsiworld.com> 
24) Audio op ‘former shortcut? 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
25) Re: AWA OT CW Contest Rule Change ? 
by Ken Corwin <kenc2@pacbell.net> 
26) WORLD'S FIRST TECHNICAL REFERENCE R390 CD-ROM 
by Terry Muncey <Terry@electrosys.com> 
27) Re: AWA OT CW Contest Rule Change? 
by arc5@ix.netcom.com 
28) Telefunken buffs 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 


Date: Tue, 10 Feb 1998 22:37:28 -0500 

From: "Grant Youngman" <nq5t@gte.net> 

To: boatanchors@sco.theporch.com 

Subject: Globe Scout 680 Gold 

Message-ID: <199802110433 .WAA17413@smtp1.mailsrvcs.net> 


Well, I thought I'd seen it all. 


I was half contemplating a bid on a Globe Scout over on eBay -- to sit 
on the table as the baby sibling to my bigger Globe/WRL transmitters. 
This was, after all, the transmitter that I didn't choose when I 
purchased my first rig (DX-40) back in the late 50's. 


As the bid price passed the $50 mark I knew I was out of the running 
and just watched the bids rise until some poor soul bought it tonight 
for over $300!! This is about as out of wack as the Heath VFO 

which sold over there a couple of weeks ago for $170! Heck, with both 
of these, one could have had a 65 watt phone/CW rig with VFO for a mere 
$470 plus shipping... 


I guess its time to call Lloyd's of London and have the rest of my 
radios properly insured. Or put them on th e auction block and start 


looking for retirement property in the Seychelles ;-) 


Grant/NQ5T 


Grant Youngman / NQ5T 


nq5t@gte.net 
BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


Date: Wed, 11 Feb 1998 14:56:21 +1000 

From: Dave Prince <davprin@gil.com.au> 

To: boatanchors@sco.theporch.com, boatanchors@sco.theporch.com 
Subject: WTB Parts for Racal RA-17 and RA-1781 Rx's 
Message-ID: <34E12F74.3C7B@gil.com.au> 


G'day Gang, 
I am in need of some parts for the RA-117 I inherited. 
Mainly knobs and these should be the same as the ones on the RA-17's. 


Also looking for the Control Head to go with a Racal RA-1781. 


Please email me direct if you can help me out. 


Dave Prince VK4KDP 
davprin@gil.com.au 
Brisbane, Queensland, Australia 


Collector and restorer of Military Radio and Signalling Equipment. 


Date: Tue, 10 Feb 1998 21:13:22 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: Stuff... 

Message-ID: <Pine.BSF.3.95.980210210722 .20205A-100000@piobaire.mines.uidaho.edu> 


1) I printed off a large number of labels tonight to start (finally) 
sending all the stuff starting tomorrow. 


2) Ran into a MOST interesting fellow the other night on 40 meters. K8VBL, 
Tom Turner, near Benton Harbor, Michigan. He homebrews ALL his gear from 

original designs. This includes both transmitter and receiver. The tx is 
an 807 ECO which SOUNDS crystal controlled but isn't. The rx is a 6 tube 


superhet using all metal tubes. He doesn't have e-mail, but I am going to 
send him copies of the schematics I have on my web page. In return, he is 
going to send me some of his original designs. If they are as interesting 
as they sound, I will put them up on the web page and notify the list. 


Take care all, 


Ken W7EKB 


Date: Tue, 10 Feb 1998 23:21:50 -0700 (MST) 

From: Henry van Cleef <vancleef@netcom. com> 

To: Brian.Harris@sv.sc.philips.com 

Cc: boatanchors@theporch.com 

Subject: Re: Tek 545 

Message-ID: <199802110621.WAA09044@netcom6.netcom. com> 


As Brian Harris discourses 
Anybody know the max freq (-3 dB) for a Tektronix 545 scope? What's one worth 
in working condition? It has two plug-ins, one dual trace, one differential. 


Thanks, Brian Harris WA5UEK 


VVVVV VV 


They were sold as "30 Mhz" scopes. The early ones had great 
difficulty making that. Also, the rolloff past the 3db point is a 
steep cliff, as we found to our dismay when looking at what a CA 
plug-in did in a 547 vertical amp (which is why the push-switch in the 
plugin compartment in a 544/6/7). Assuming your dual trace is a CA, 
bandpass at the plugin connector is 24 Mhz. You have to have a K for 
30 Mhz. The plugins for the 547, such as 1A1 and 1A4 will deliver 
full bandpass. There were several letter-series differential 

plugins, all delivering reduced bandpass, depending on the plugin. 


What one is worth in working condition is much more than the money 
that you can get for it. Some basics such as whether the original 
selenium rectifiers have been replaced with a silicon diode pak, 
whether it's got a genuine Tek CRT in it, whether fan has been redone 
to take out end play, whether vert amp has cathode interface, etc. 


Date: Tue, 10 Feb 1998 23:57:42 -0700 (MST) 

From: Henry van Cleef <vancleef@netcom. com> 

To: ninaw@u.washington.edu 

Cc: boatanchors@theporch.com 

Subject: Re: Using scope sawtooth for freq sweep 
Message-ID: <199802110657 .WAA11235@netcom6.netcom. com> 


As N. West discourses 


Hank Van Cleef response 

> I think that where you are in trouble here is in assuming that the 
> scope sawtooth looks like "AC" to the reactance modulator. I don't 
> know the wiring of the 288, but suspect there is a blocking cap 

> between the external input and the reactance tube grid. 


Well, there is no blocking cap and I was unable to get any response with 
the scope sawtooth set at fast sweep speeds as well. My intent in using 
the scope sweep was to get an inherently synchronous sweep and something a 
bit more linear than a sine wave. When using a sine wave sweep does only 
the negative half modulate the reactance tube? Even at 5 cps I can't hear 
that fast when I listen to the swept signal against the BFO in the radio. 


VVVV VV VV VV VV VW 


If the reactance tube grid is direct connected to the input jack, it 
is locked at "on" (full shunting, low frequency) at ground, and 
anything positive will simply draw grid current. You can, of course, 
"DC restore" the Tek signal quite easily with a blocking cap and a 
diode that shunts positive voltage to ground. I don't know what the 
reactance tube is in the 288, but about -10 volts should be sufficient 
to shut it off and shift it to "high" frequency (no reactance tube 
shunting). 


I am surprised the Hickock generator does not have a blocking cap in 
the circuit, although the 191X generator I have does have some serious 
design deficiencies of this type that can't be easily corrected. 


At 5Hz on the input, you should hear some fairly serious 

whoop-whooping from the radio speaker with the BFO turned on. The RCA 
Audio Chanalyst uses a BFO audio generator with a clamp tube sweep and 
reactance tube, which is exactly the setup you are talking about. I 
assume that you have checked the sweep circuit to make sure that the 
reactance tube is modulating the sweep properly. 

> 

> I am using the sawtooth output from the timebase front panel and it looks 
> like a zero to +150V sawtooth waveform with a variable "hold-off" as you 


> mentioned. This output is made available from a cathode follower driven 

> off the Miller Runup circuit. 

Yes, I'm familiar with the Tek circuits that provide the front panel 
sawtooth (and gates). 

> 

> Granted, this is something that can be done with a motor driven sweep 

> generator and a very simple scope, but I wanted to tryout the scope sweep 
> idea and compare various sweep speeds. 


Well, it's a free country, and if you want to experiment, fine. 

I'd still suggest using the 200CD, since you have one, and feeding the 
output to the horizontal input on the scope, if you really want to see 
if <60 Hz sweep rate makes any difference. 


Arden Allen also commented: 

I found that when sweeping 
the crystal filter in an SX-110 I had to slow down to about 10 Hz to avoid 
distortion of the bandpass curve due to the long ring down time of the 
crystal. One thing you must be able to do is sweep full time, i. e., 
don't 
turn off the sweep output during retrace time. That way if the curve is 
"leaning" due to too fast of a sweep you will see that the up sweep and 
down sweep curves don't overlap. You have to slow down the sweep until 
distortion is minimized as indicated by both up and down sweeps 
overlapping perfectly. 


VVVVV VV VV VV NV 


I really don't know what this is all about. My spam filter traps 
Allen's posts as he does not post in ASCII. What's "ring down time of 
the crystal" got to do with anything? I should think that if you 
center the crystal response peak on the swept spectrum, you'd get a 
symmetrical trace. 


I think it's very easy to overcomplicate the alignment process. 
Hammarlunds with 3IF's and 8 tuned circuits are overcoupled, and using 
a sweep to set up the IF's was Hammarlund's recommendation, but I 
would much prefer to do this after determining the crystal resonance 
frequency using a plain VFO, then shutting off the filter and 
centering the sweep generator on the VFO frequency, then lining the 
stages to match. There are ways to do this with a plain VFO and a 
VTVM, although it takes some skill, as you have to find one edge of 
the response curve first. On a National or RME set, where the IF's 
are critically-coupled or less, a plain VFO set to the crystal 
frequency and setting to peak at the detector does the whole job. 

> 
> Is crystal ringing the only reason to use slow sweeps? 
> Thanks for your help and hope to hear more 

> 

> Fred Powell 


c/o 
ninaw@u.washington.edu 
Fred.Powell@PSS.boeing.com 


Date: Tue, 10 Feb 1998 16:13:46 -0800 (PST) 

From: jsm@intergate.bc.ca (Steve McDonald) 

To: boatanchors@theporch.com 

Subject: HQ-129 repro knobs 

Message-ID: <199802110013 .QAA03899@vector.intergate.bc.ca> 


A few months ago someone was manufacturing reproduction (resin cast?) knobs 
for the 129..... can't remember who...help? 


Steve/VE7SL 


Date: Wed, 11 Feb 1998 02:51:09 EST 

From: Ho4bart@aol.com 

To: boatanchors@sco.theporch.com 

Subject: re: 6SA7, 6BE6 as triode oscillator 
Message-ID: <2655398e.34e1586f@aol.com> 


with all grids wired together, in some receivers, such as Lafayette 
or Hallicrafters. 

after thinking this over, and not coming up with any advantage to 
this usage, especially as other manufacturers did not do so, it 
occurred to me that maybe this was just to lower the tube-type 
count. not for the customer's benefit, i am sure; if the military had 
been the customer, this may have been seen as a customer 

benefit. 

but in this case, could there have been an economic benefit to 

the radio builder to have less different tube types in their design, 
hence using a second mixer type tube, but wired as triode 
oscillator? and is it also the case, that no high-end type radio 

had this? ( the 2 examples we came up with were medium and 

lower cost types. ) 

what say? 

hue 


Date: Wed, 11 Feb 1998 07:25:35 -0500 

From: polepeeg@aa4rm.radio.org (BA x-actions hr) 
To: boatanchors@theporch.com, gsraven@cris.com 
Subject: Re: AWA OT CW Contest Rule Change ? 
Message-ID: <199802111225 .HAA27565@aa4rm> 


Say I talked to Arrowsic, ME John Rollins, W1FPZ, last night and IT'S 
A TYPO! !!! 


1942 & later is MOD. 


My 11/41 Stancor 69 is safe as a TX41 rather than a MOD. We're both 
safe Greg. 


AA4RM's 'freudian twins,' the RME69* and 'that Stancor' are free to soldier 
on as dual non-MODs. 


Marty 


xthis is list-lurker Joe Veras' Mar. '98 CQ callender girl. 


Date: Wed, 11 Feb 1998 14:55:48 +0100 

From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 

To: <otterstad@inet.uni2.dk>, "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Old Philips litterature 

Message-ID: <199802111347 .0AA09177@inet.uni2.dk> 


FYI : This one has been spoken for - but the gentleman who wanted the 
Philips tube manual from 1963 has not come through after 3 weeks, so that 
one is now made available again. 


> I have a nice hardcover collection from 1948 of Philips " Electronic 
> Application Bulletin " 284 pages 


SPOKEN FOR 1998.02.11 


> This is a pretty unique piece of litterature.English language version. 


The introduction page says : 


The Electronic Application Bulletin for the Electronic equipment and 
set-making industries has been planned to give valuable technical 
information ........ etc. 

The EAB is not for sale and we therefore advice our readers to take care 
of their personal copies. 


VV VV VV VV VV 


Evidently this is a limited edition publication. 


Date: Wed, 11 Feb 1998 09:57:38 -0500 

From: Bill Riches <richesb@algorithms.com> 

To: r-390@qth.net 

Cc: hammarlund@qth.net, boatanchors@theporch.com 
Subject: [R-390% Premier DCR cabinets 
Message-ID: <34E1BC31.637D@algorithms.com> 


I talked with Tony Bozza at Premier - 718-993-9200 about running DCR-100 
Cabinets for us. He will take orders and when they hit 25 he will make a 
run. Call him today - next month may be to late. I ordered 2. 


Regards, 


Bill Riches - WA2DVU 
Cape May, NJ 


Date: Wed, 11 Feb 1998 08:05:49 -0700 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
To: BoatAnchors <boatanchors@theporch.com> 
Subject: GDOs 

Message-ID: <34E1BE46.63A2@lobo.net> 


We had a discussion going a while back about grid dip oscillators.. 


I have owned and used a Measurements Lab Model 59 GDO for over 30 
years..couldn't build a rig without one..it uses a 955 acorn tube in the 
sense head, and is the smoothest tracking GDO ever made..my opinion..no 
false dips, audio mod for RX work, headphone jack for hetrodyne work, 
absorbtion wavemeter..and it keeps on truckin' lo these many years. .B&W, 
Heath, etc., are Chevvies compared to this Cadillac. 


I mention this because there is one listed (with picture) in an auction 
here on the Internet; our host has asked we not post NAMED listings for 


sources such as this, but it's just too good an item to pass up for the 
BA gang...if you're still in the rig-building, or at least coil-winding 
avocation, you should have one of these. 


I have even wound a coil to reach down to 500 KC, using some banana 
plugs and a pill bottle. 


I have a copy of the original manual, courtesy of a BA member, and will 
share this if someone is fortunate enough to acquire the unit. 


Contact me directly for site address info if you're interested; I 
shouldn't invoke any wrath this way...I hope. 


Herb Rosenthal W5AN 
herbrose@lobo.net 


Date: Wed, 11 Feb 1998 07:24:59 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Test 

Message-ID: <199802111523 .HAA22876@mail2.sirius.com> 


Thankyou 


Date: Wed, 11 Feb 1998 10:36:49 -0500 

From: John Shriver <jas@shiva.com> 

To: ninaw@u.washington.edu 

Cc: boatanchors@theporch.com 

Subject: Re: Using scope sawtooth for freq sweep 
Message-ID: <199802111536.KAA12475@brill.shiva.com> 


Let's remember that the display on the scope is linear even if you are 
using a Ssine-wave sweep. That is, there are a uniform number of Hz 
per cm of sweep. The sweep rate is non-linear, that is the beam is 
moving slower at the ends than at the center, but the displayed 
information is linear. 


This, of course, assumes that the circuit to FM the oscillator in the 
Hickock is linear. It probably isn't fully linear. That's why these 
TV sweepers were always used with some marker method. 


If you want a really linear sweep, you need something like an HP 
sweeper. Not a TV one. 


When I last used my Heathkit TS-4A to align a TV's IF chain, I 
borrowed a $20,000 HP synthesizer from the office as a precision 
marker generator. (Also used it in FM mode to align the sound 
circuit.) 


Certainly, there are circuits that have to be swept more slowly than 
60 Hz. 


Date: Wed, 11 Feb 1998 07:48:04 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: "Herbert M. Rosenthal" <herbrose@lobo.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: GDOs 

Message-ID: <Pine.BSF.3.95.980211074725 .27144D-100000@piobaire.mines.uidaho.edu> 


> I have owned and used a Measurements Lab Model 59 GDO for over 30 

> years..couldn't build a rig without one..it uses a 955 acorn tube in the 
> sense head, and is the smoothest tracking GDO ever made..my opinion. .no 

> false dips, audio mod for RX work, headphone jack for hetrodyne work, 

> absorbtion wavemeter..and it keeps on truckin' lo these many years. .B&W, 
> Heath, etc., are Chevvies compared to this Cadillac. 


Herb: 
This thing sounds JUST like a civilian version of the AN/PRM-10!!!! 


Ken W7EKB 


Date: Wed, 11 Feb 1998 10:59:06 -0500 (EST) 

From: Nick England <nick@cs.unc.edu> 

To: boatanchors@theporch.com 

Subject: Hamfest experience 

Message-ID: <199802111559.KAA25156@altair.cs.unc.edu> 


John KF40ZY's teenager accompanied us to a recent hamfest. 
It was her first such trip and she wrote a poem about it afterward. 
Does any of this experience seem familiar to you folks :-) 


The Hamfest 
by Winona Poulton 


As I reluctantly shook the sleep from my eyes, 

I faced the reality that I had to rise. 

John was downstairs, fixing bagels for breakfast; 
In 3 hours we would be at the Richmond Frostfest 


It wasn't even close to the break of day, 

but Nick waited patiently in his driveway. 

While John and Nick gleefully talked of the fun ahead, 
I made the back seat into my three hour bed. 


A speed bump woke me as we drove in the lot, 
Many were already there, for it was boatanchors they sought. 
Grumbles were heard as we waited to get in, 
Nick, John, and I stood right behind Herman. 


As we stepped from the dark into the light, 
Middle-aged men were the only things in sight. 
Nick and John took their first lap around, 

John trotted back and told me of a radio he found. 


He stood me in front of the table so no one could see, 
that under a box of junk was an SX-73. 

I glared at the hams and said "Don't come near!". 
Under his breath one asked what a girl was doing here. 


"Ts that what I think it is?" Herman cried, 

As he made his way toward it, pushing me aside. 
It was the prize of the fest, one must admit, 
So for an hour and a half, there I did sit. 


Of all the people, how could this lucky seller be late? 
Didn't anyone tell him all the good stuff is gone by eight? 
When he got there it seemed my Dad had the lucks, 

"What do you want?" John asked; "That'll be 45 bucks." 


"Sure!" said John, in a big dash, 

He whipped out his wallet and dished out the cash. 
"Ts he OK?" John asked in his head, 

Off in the distance, Herman was beet red. 


John called Nick to tell him what he got, 

"KD4CPL, we hit the jackpot!" 

"The day is through" John said with a tear in his eye. 

Nick shook his head. "You're silly, Dad!" I said with a sigh. 


The rest of the day ran like clockwork, 
Occasionally John glanced at the jealous hams with a smirk. 
Nick, too, got some really good stuff, 


But to match John's SX-73, that would be tough. 


Through the fest Nick did roam, 

I held the fort, selling the wild resistor by the ohm. 
We decided it was time to say goodbye, 

So the Saab was loaded with Hallicrafter and Hi-Fi. 


The SX-73 in hand, we got dirty looks. 

Nick said "Clearly, this is one for the books!" 

The trunk nearly touched the ground, but off we went, 
And on the way home, at Wendy's we found refreshment. 


Mary waved as we pulled in the drive. 

I was so tired after sleeping I was barely alive. 
There's no better profession, not even a banker, 

Than the satisfaction of chasing the elusive boatanchor. 


Date: Wed, 11 Feb 1998 09:01:14 -0800 

From: "Roger A. McCarty" <rmccarty@earthlink.net> 

To: <nick@cs.unc.edu>, "Old Tube Radios" <boatanchors@theporch. com> 
Subject: Re: Hamfest experience 

Message-ID: <0Q1bd370e$a94e6940$9aa9d9cf@accurate-1> 


John's teenager is quite the poet! A fun (and accurate) glimpse of a 
boatanchorites focus. Perhaps this should be submitted to ER or one of the 
other rags. 


Roger KD6CC 


eee Original Message----- 

From: Nick England <nick@cs.unc.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Wednesday, February 11, 1998 8:06 AM 
Subject: Hamfest experience 


> 

>John KF40ZY's teenager accompanied us to a recent hamfest. 

>It was her first such trip and she wrote a poem about it afterward. 
>Does any of this experience seem familiar to you folks :-) 

> 


Date: Wed, 11 Feb 1998 10:23:34 -0800 (PST) 

From: w7ni@teleport.com (Stan Griffiths) 

To: Brian.Harris@sv.sc.philips.com 

Cc: boatanchors@theporch.com 

Subject: Re: Tek 545 

Message-ID: <199802111823 .KAA14393@mail1.teleport.com> 


> 

>Anybody know the max freq (-3 dB) for a Tektronix 545 scope? What's one worth 
>in working condition? It has two plug-ins, one dual trace, one differential. 
> 

>Thanks, Brian Harris WA5UEK 


Hi Brian, 


The 545 is specified to have a bandpass of 30 MHz (-3dB). Very early ones 
with 6AW8s in the vertical amplifier were spec'd at 30 MHz too, but they 
generally made about 28.5 MHz. 


A working 545 is worth aobut $75 in my opinion. The plugins' value depends 
upon the specific model numbers. There are several dual trace and several 
differential models. The most common two are CA (dual trace) worth about 
$25 and D (differential) worth about $20. 


There are those who will tell you this is too much to pay for one. I 
submit, if you got one for FREE and had to £1ix and adjust it, you would be 
losing your shirt if you sold it for only $75, even if it didn't need any 
parts . 


Stan w7ni@teleport.com 


Date: Wed, 11 Feb 1998 13:34:15 -0500 

From: RSOLOMON@systems.TEXTRON.COM 

To: " - (052) boatanchors(a)sco.theporch.com" 
<boatanchors@sco.theporch. com> 

Subject: FS: Measurements Model 59 GDO 

Message-ID: <0034100002413164000002L042*@MHS> 


I have a rather old one of these, it does work OK, BUT, the serial 
numbers on the coils do not match the serial number on the unit. I 
don't know if that is significant, but I think it warrants mention. 
With it is the "Original" manual (probably rarer than the GDO !!). 


$50 plus UPS from 02173. 


73, Dick, W1KSZ 
rsolomon@systems.textron.com 


Please: If you post to the group on this, include your e-mail 
address, my company has configured its e-mailer to only recognize 
the sender (boatanchors) and not the originator. 


Date: Wed, 11 Feb 1998 14:11:49 -0500 

From: polepeeg@aa4rm.radio.org (BA x-actions hr) 

To: boatanchors@theporch.com, rmccarty@earthlink.net 
Subject: Re: Hamfest experience 

Message-ID: <199802111911 .0AA28321@aa4rm> 


exhibits great breeding stock! 


Date: Wed, 11 Feb 1998 12:52:37 -0800 

From: Charles Knaack <knaack@wsu.edu> 

To: boatanchors@theporch.com 

Subject: Phantom Antenna A-62 

Message-ID: <103020904b107bec9e7ee@[134.121.47.16]> 


Hi All, 


There was some mention of this phantom antenna recently. Well, I 
have one in "like new" condition that I will give away for postage to 
someone who can use it. Rules of Ware apply... I'll make a decision after 
a few days to let the digest users (like myself) have a chance 


Charles 


KKKKAIKKKKKK KAKA KAKA KAKA KAKA KAKA KAKA KIKAK IKI KKEKAKAEKAKKEKAKKEKAKAEKAKRERERERERERE 
Charles Knaack - ICP/MS and Stable Isotope analysis 

Geology Dept. Washington State University 

knaack@wsu. edu 

KAKKAIKKKKKK KKK KKK KKK KKK KAKA KKK K IKK K AKI K KKK AKAIKE KAKA KAKA KAKA KAEKAKEREKRERE 


Date: Wed, 11 Feb 1998 19:06:14 -0500 
From: Ed Sieb <esieb@gmsiworld.com> 


To: "esieb@gmsiworld.com" <esieb@gmsiworld.com>, 
"'AL Klase'" 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Speaking of 6AK5s 
Message-ID: <0Q1BD3720.21050460@dstephen. gmsiworld.com> 


Al Klase made an interesting point: 
I suggested that there might exist a "12AK5" and he wondered if that was indeed 


so. I'll go check my "stock-pile" :-) of tubes. Hmm... 
I dunno... I'm pretty sure I've seen one or two around. I'll report back. 
Ed, VA3ES 


Date: Wed, 11 Feb 1998 18:31:50 -0600 

From: "Allan D. Fritsche" <fritsche@email.msn.com> 

To: <boatanchors@theporch.com> 

Subject: Memories, memories, etc. 

Message-ID: <0Q£5381432000c28UPIMSSMTPUSRO1@email .msn.com> 


Hey Gang, I've been on this list for almost three years now and it sure is 
starting to change... Some of the regulars have come and gone, thats only 
natural... I finally got my ticket and did sell some of my beloved boats and 
did 

a trade for a Heath SB-101, which I am currently using as a rig.. FB... 
Worked Houston to Seattle last Sunday on 10 Meters, almost DX, Hi, Hi 

Still got the S-85, S38C and the ever popular and rare NC60 (worth at least 
10 dollars).. The R-390A works FB, but the gear train is gummed up bad... 
Should have taken my own advive and just cleaned and not oiled. Got to 

fix that... 

I guess I'll be fixing things till I die... 

Hank., you owe me a message on the HQ-145, its been a year.... 


At any rate, lets do some of the old things again... Where you where in 45 
,50,55, etc... You know the drill.. 

As Always Your Friend 

Al Fritsche 

KD5CML 


Date: Wed, 11 Feb 1998 19:47:39 -0500 

From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com>, 
"'Morris Odell'" 

Subject: RE: Handles for 5134 

Message-ID: <0Q1BD3725.E9BC6ECO@dstephen. gmsiworld.com> 


There are several commercial electronic hardware manufacturers in the US = 
and Canada, who make replacement handles. I'll dig up the info and post = 
it here soon. If you don't hear a response from me... wake me up with = 
an email message to jog my memory. I've got those catalogs and = 
definitely recall seeing the exact handles in there and saying... "Aha! = 
- so that's where they came from!". Give me a couple of days or so... 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 


Ed Sieb, VA3ES esieb@gmsiworld.com 

P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
613-738-8924 (H) 613-599-5161 (W) =09 

AMI #529 Canadian Division Director. 

Member - Radio Club of America, QCWA, AWA 

Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Date: Thr, 12 Feb 1998 01:17:30 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: boatanchors <boatanchors@theporch.com> 
Subject: Audio op ‘former shortcut? 

Message-ID: <199802120117 .BAAQ5004@punt1.hw.ac.uk> 


A neighbour gave me a quality push-pull audio OP transformer which would 
have been exactly what I'm seeking for the pair of PX25s; however the 
longest winding is OC, probably right in the middle. 


Has anyone tried this? - if so, did it work? To get the interleaving 
(not NECESSARILY re-using the core I now have), I plan to unzip the 

outer from that length of 24 core telephone wire I found on a nearby 
tip, and wind 24 turns at a time; then connect several colours 


end-to-end to get as close as possible to the desired impedance ratio. 


Of course there will be fewer turns than originally, therefore much less 
primary (open circuit) inductance - and less DC effect (should not 
matter, being push-pull). 


Whole thing might just have far too few turns. That's why I'm asking - 
has anyone already tried it? 


I had considerable success rewinding a power transformer with multicore 
some years ago; it's still happily producing about 600 V at 250 mA. But 
in that case the multicore wire gauge was much closer the usual. The 
original OP transformer used pretty fine wire and ran up hundreds of 
ohms (at DC) in the primary. 


Before I forget - how should you define "leakage inductance"? Mutual 
inductance I understand; is it the same? Presumably it must be in volts 
per (ampere per second)? 


Thanks in anticimapation, 


Bill 
GM8APX, qthr=No 6, EH4 6JY==No Rectangulars=Cave Felem==Ikke Hawkering 


Capax imperii - nisi imperasset 


Net-Tamer V 1.10 - Registered 


Date: Wed, 11 Feb 1998 20:40:54 -0800 

From: Ken Corwin <kenc2@pacbell.net> 

To: "Raven, Gregory S., KF5N" <gsraven@cris.com> 

Cc: Boatanchors at the Porch <boatanchors@theporch.com> 
Subject: Re: AWA OT CW Contest Rule Change ? 
Message-ID: <34E27D56.7446@pacbell.net> 


Hello, Greg - 


The instruction book for BC-224-Cs and BC-348-Cs procured against order 
1780-NY-41 is dated November 14, 1940, as indicated by Reference 11 in 
Boatanchors archive file bc348.history. This instruction book contains 
two pictures of both receivers, each picture clearly showing a -C 
nameplate. Your BC-348-C is clearly a 1940 design and may have been 


manufactured in 1940. 
Hope this helps you with subject contest. 


BTW, I think Lenox Carruth described a permanent £1ix for failed APC 
trimmer caps that involves removal, drilling and pinning the shaft. 
These failures are not uncommon and I don't think they are limited to 
trimmers manufactured by Hammarlund. 


73, Ken KF6NUR 


Date: Thu, 12 Feb 1998 00:01:26 -0600 
From: Terry Muncey <Terry@electrosys.com> 


To: "'boatanchors@theporch.com'" <boatanchors@theporch.com> 
Subject: WORLD'S FIRST TECHNICAL REFERENCE R390 CD-ROM 
Message-ID: 


<c=US%a=_ecs%p=ElectroSys%1l=WEBMASTER -980212060126Z-233@webmaster.eletrosys.com> 


The worlds first CD-ROM technical reference is now available. Navships 
versus US Army Technical Manuals - all are included plus historical data 
- questions-answers-and facts about the R390 series. 


Check it out at: 


http: //www.electrosys.com/r390a.htm 


Date: Thu, 12 Feb 1998 03:13:07 -0600 (CST) 
From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: Re: AWA OT CW Contest Rule Change? 
Message-ID: <19982123121951869@> 


On 02/10/98 20:59:50 you wrote: 

> 

>GM Boatanchorites- 

> 

>Anyone participating in the AWA OT contest ? 

> 

>I am planning to use 1941 vintage military gear in the contest. 
>In years past, 1941 or earlier gear counts for a multiplier... 
>This year's rules change the date to 1940 or earlier! 


There seems to be a prejudice against military rigs 


in the AWA, and I'd bet a nickle this is 
the brain-child of some cranky old fellow 
who wants to squeeze them out. 


Fortunately, he's not half as smart as the thinks he is. 
Here are the design and first production dates of 
some familiar WW-II military equipment: 


"ARC-5" Command Sets: RAT, RAT-1 - Designed 1935, produced 1939 
RAV- Designed 1935, produced 1940 
ATA/ARA- Designed 1936, produced 1939. 
SCR-274N- Designed 1936, produced 1940. 
(see below) 
BC-348, BC-224: Designed 1937, produced 1940. 
BC-229, -230, -429, -430 (SCR-183/283): Designed 1928, produced 1933. 
BC-191, BC-375 designed 1926, produced 1932. 
TCS: Designed 1936, produced 1939. 
BC-312, -314: Don't have the dates but they were in the field in 1939. 
TA-12 transmitter was also around in 1940. 


Some common military rigs that don't qualify: 

BC-342, BC-610, ART-13, 

"real" AN/ARC-5 (designed 1942, produced 1943- sorry!) 

Most of the more common man-pack portables are too late, as well. 


Hope this helps. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


p.s. ART-13 is too late by a couple of years- don't have the exact dates. 


Date: Thu, 12 Feb 1998 11:26:49 +0100 

From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Telefunken buffs 

Message-ID: <199802121012.LAA16608@inet.uni2.dk> 


I have a booklet in German called 


Die 1930 Telefnken Weltempfanger . 


It is a faximile edition from 1992 
domestic receivers. 
58 pages. 


Asking 10 dlrs shipped. 


Interested ? Plse email me 


End o£ BOATANCHORS Digest 1918 
KKKKKKKKKKKKKK KAKA KEKE KK 


Handbuch fur Herrn. 


describing the 1930¥s Telef’nken 


